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Rotor
 Number of Sensors: 6

 Input Sensor Type: PT1000 RTD (1000     at 0°C,  =.00385) 

     

 Sensor Range:  0° – 300°C 

 Speed: 10,000 RPM

Stator
 I/O Connectors:  CAN 1: 3-socket (Tyco Electronics PN: 6-1437719-6) 

CAN 2: 5-pin (Tyco Electronics PN: 6-1437719-5)

 I/O Signals: CAN bus 1: 125k baud for communication with operator interface  
CAN bus 2: 100k baud for communication with heater power controller

 Power Input: 17 – 30 VDC, 500mA (max)  

General
 Accuracy (max error):  

   

  ±0.5°C (Maximum over ambient operating range for 0-300°C RTD range)

 Operating Temperature: 0° – 85°C

 Rotor-Stator Spacing: 16 mm nominal (5 – 25 mm allowable)

Specifications subject to change without notice.

TYPICAL SPECIFICATIONS

RT406-2C Rotary Temperature Transmitter

Warranty
Binsfeld Engineering Inc. warrants that its RT406 Series Transmitters will be free from defective materials and workmanship 
for a period of two years from the date of delivery to the original purchaser and that its products will conform to specifica-
tions and standards published by Binsfeld Engineering Inc. Upon evaluation by Binsfeld Engineering Inc., any product found 
to be defective will be replaced or repaired at the sole discretion of Binsfeld Engineering Inc. Our warranty is limited to the 
foregoing. Binsfeld Engineering Inc. disclaims any warranty of merchantability or fitness for intended purpose.


